

























































































































































































































































































































































































































































































































































































































































































































































































































































































































































































ERC Manager: Darrell L Shoup, 505-527-6781 
NASA Representative: Clifford Madrid, 575-524-5260 
ALTERNATING CURRENT 
Parameter  Range 
Voltage, AC  0.1 – 1000 V at 5 – 50,000 Hz 
Current, AC  0 – 20 A at 10 – 5000 Hz 
Capacitance  1nF – 1.1 µF 
Frequency  0.01 Hz – 26.5 GHz 
Phase Modulation  200 – 20,000 Hz at up to 26.5 GHz 
Inductance  0.1 nH – 1 kH 
Power  +30 – ‐120 dBm up to 26.5 GHz 
Noise Figure  0 – 30 dB up to 18 GHz 
Automatic Network Analysis  0.045 Hz – 18 GHz 
Microwave Attenuation  0 – 120 dB 
DIRECT CURRENT 
Parameter  Range 
Voltage, DC  100 µV – 10 kV 
Current, DC  0 – 100 A 
Resistance  10 mΩ – 1GΩ 
DIMENSIONAL 
Parameter  Range 
Angularity  0 – 360 degrees 
Flatness  Resolve down to 11 µin. (0.29 µm) 
Length  0.01 – 36 in. (0.25 – 940 mm) 
MASS, FORCE, TORQUE 
Parameter  Range 
Mass  1 µg – 30 kg 
Force  0  – 50,000 lbf (0 – 220 kN) 
Torque  3 oz‐in − 21,000 lb‐ft (0.02 – 2800 Nּm) 
PRESSURE AND VACUUM 
Parameter  Range 
Pressure  0.05 – 30,000 psi (0.34 − 206,000 kPa) 
Vacuum  Atmospheric to 10‐7 torr (100 µPa) 
THERMODYNAMIC 
Parameter  Range 
Gas Flow Rate  0.0008 – 200 scfm (0.37 − 90,000 cm
3
/s) 
Liquid Flow Rate  0.4 – 400 gpm (0.024 – 25 L/s) 
Temperature  ‐197 – +500 °C 
Humidity  20 – 90% 
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